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Oil samples can easily be obtained through sampling valves. These valves are mounted to a gearbox or 
hydraulic system through an existing threaded port and can be left in place for repeated use.

Technical Data: High Pressure/Low Viscosity

Part No.	 XHPBSV250NPTSS

Sampling Pressure Range	 5psi to 750psi
	 (0.3 to 52bar)

Max Operating Pressure	 6000psi (414bar)

Materials	 Stainless steel, brass

Thread Size	 1/4” NPT

Max Burst Pressure 	 24000psi (1655bar)

Viton™ Seal Temperature 	 -15° to +400°F
	 (-26° to +204°C)

Nitrile Seal Temperature 	 -40 to +240°F
	 (-40° to +115°C)

Technical Data: Low Pressure/High Viscosity

Part No.	 XHSVR250X12INSS

Sampling Pressure Range	 -12psi to 150psi
	 (-0.83 to 10bar)

Max Operating Pressure	 3000psi (207bar)

Materials	 Stainless Steel, 
	 (Nickel Plated)

Thread Size	 1/4” NPT

Max Burst Pressure 	 9000psi (615bar)

Viton™ Seal Temperature 	 -25 to +400°F
	 (-31.67° to +204°C)

High Pressure / Low Viscosity:

•	 Fast: Sample pressurized systems in seconds

•	 Unique rotating spout allows one hand sampling

Low Pressure / High Viscosity:

•	 Consistently and precisely samples active oil, VG32 

	 to VG1000 without shutting down

•	 Installs compactly into drain, fill or custom ports of 	
	 gearboxes, reservoirs, drives, axles or lines

•	 Flexible steel 1/4” tubing provides full flow with low 	
	 purge time. Custom lengths and bent tube swivel
	 options are available for confined locations.

A = 1/4 NPT        B = 2”          C = 1 1/4”
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OIL SAMPLING VALVES
Part Numbers

A = 1/4 NPT        B = 2”          C = 1 1/4”

HIGH PRESSURE/LOW VISCOSITY - PUSH BUTTON

Description	 Part Number

1/4” Push Button, Stainless Steel	 XHPBSV250NPTSS

1/4” Push Button, Brass	 XHPBSV250NPTBR

LOW PRESSURE/HIGH VISCOSITY - 
RIGID LT SERIES CARBON STEEL

Description	 Part Number

1/4” NPT w/12” tube	 XHSVR250NPT12IN

1/4” NPT w/18” tube	 XHSVR250NPT18IN

LOW PRESSURE/HIGH VISCOSITY - 
SWIVEL LT SERIES CARBON STEEL

Description	 Part Number

1/4” NPT, Swivel w/12” tube	 XHSVS250NPT12IN

1/4” NPT, Swivel w/18” tube	 XHSVS250NPT18IN

LOW PRESSURE/HIGH VISCOSITY - 
RIGID, ALL STAINLESS STEEL

Description	 Part Number

1/4” NPT w/12” tube	 XHSVR250X12INSS

LOW PRESSURE/HIGH VISCOSITY - 
SWIVEL, ALL STAINLESS STEEL

Description	 Part #

1/4” NPT, Swivel w/12” tube	 XHSVS250X12INSS

ADAPTORS

Description	 Part #

1/4” OD Tubing Barb	 XHSV250NPTADAPT

Also available are the “L” Series without tube extensions. If the port 
is mounted on the bottom of the reservoir, then whatever is at that 
point wll be sampled.

L SERIES

Description	 Part #

1/4” NPT	 XHSVR250NPT

1/4” JIC Female Swivel	 XHSVS250NPT

1/4” NPT, Stainless Steel	 XHSVR250NPTSS

PUSH BUTTON

L OR LT SERIES
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